Mobile Networking — A Layer 3 Technology

= Why should T-Mobile care?
= $$$$, new service opportunity.

m Cisco System, NASA and Western DataCom to
demonstrate mobile networking to Ohio State
Highway Patrol and other Govt. Agencies In
November 2003

= Wish to deploy using 802.11, satellite and
cellullar (GPRS).

= GPRS is extremely cost effective solution to
provide the layer-2 connectivity




Network Problem —
Administrative Filtering of Incoming Packets

= Service: GRRS
= Virtual Private Network (VPN) Service
= Publicly valid address space provided

s Public address should be reachable from the
Open Internet to the T-Mobile Provided
Address

= Incoming packets are administratively
filtered. This breaks mobile-ip (mobile
networking)
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Test using PC’s — The Problem
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Test using PC’s — This Works
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Test using Mobile-IPv4 Mobile Networking
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Test using Mobile-IPv4 Mobile Networking

Mobile Home
Router ) Adagent
i Network (Connected to Node (CN)
T-Mobile Public Internet)
1. PPP Connection Initiated
—
*—
2. Public IP Address Provided ) )
3. Registration Request
UDP Port 434
4. Registration Reply
UDP Port 434
=] =] =]
1P m IPprunnels Establishee Between Mome Agent and Mabile Routier
5. CNinitiates
Connection to
6. Home Agent Tunnels T-Mobile Users
Request to Mobile Public IP Address
Router having T-Mobile Via the Home Agent
Public IP Address
—
7. T-Mobile Network send
“Packet Administratively

Filtered” message to
Home Agent.



